
 

 

 

Other information 
The goods specified in the present document correspond to quality standard EN 16811-1  

 
Handling, Transportation 
• mainly by trucks 
• bags 
• 25 kg-PE bags on pallets, 50 kg-PE bags on pallets 
• 1000 kg Big Bag 
• Other delivery possibilities on request 

 

Previous data from our quality control. They do not relieve the user of initial control and do not guarantee values.  
The customer should check the qualification of the product. 

 

EuroSalt Manufacturing S.R.L. 

Adress: Str. George Cosbuc 257, Galati, Galati, Romania; Fax: 0236.493.262; Mobile: 0755.138.281 

EuroSalt Rock Salt 
Versija 5.1 Lapa 1/1 Date of issue: 01.09.2021. 

                                                    EINECS Nr.: 231-598-3 

CAS Nr.: 7647-14-5   

Appearance                                         Crystalline bulk product of white colour with crystals   
                                                           of various shades: grayish, pinkish or blackish 

 

Chemical values Norm value Test Methods 

• Sodium chloride on dry basis 98,5% DIN EN 16811-1 

• Calcium + magnesium on dry basis 0,3% DIN EN 16811-1 

• Sulphate on dry basis 0,7% DIN EN 16811-1 

•Insoluble residue on dry basis 
• 

  0,15% DIN EN 16811-1 

• Humidity 0,3% DIN EN 16811-1 

Sieve analysis Norm value Test Methods 

• <   6.3 mm 100% DIN EN 16811-1 

• < 3,15 mm 67±22%  

• < 1,60 mm 35±25%  

• <   0,80 mm 20±15%  

• < 0,125 mm 4 ± 1%  

   

Physical values  Test Methods 

•   Bulk density (loose)                1.050– 1.250 kg/m3
 DIN EN 16811-1 

•   pH 5 –10  DIN EN 16811-1 

Anti-caking agent 

• E 535 expressed as Fe (CN)6*anion 

10–15 mg/kg DIN EN 16811-1 


